CALTFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 77-44

NPDES NG.

CA0QG38130

WASTE DISCHARGE REQUIREMENTS FOR:

CITIES OF SOUTH SAN FRANCISCO AND SAN BRUNO
SAN MATEC COUNTY

The California Regional Water Quality Control Board, San Francisco Bay Region,
{hereinafter RBoard), finds thats

L.

Cities of Scuth San Francisco and San Bruno {heveinafier discharger},
by application dated February 9, 1977, has applied for renewal of
waste discharye reguirements and a permit to discharge wastes under
the National Pollutant Discharge Elimination System.

The discharger presently discharges secondarily treated municipal and
industrial wastewater containing pollutants into a combined cutiall

force main with final disposal into San Francisco Bay, a water of the
United States, at a polint approximately one mile north~east of Point

San Bruno, (Latitude 22 deyg, 39 nin, 55 sec; Longitude 22 deg, 21 min,

41 sec). The discharge can affect viable shellfish beds in San Francisco
Bay, lecated near the shoreline of OQvster Point and Point San Bruno.

The same outfall facilities arve presently used by Merck Chemical

Company, San Francisco International Airport, and the cities of
Burlingame and Millbrae.

The report of waste discharge describes the existing discharge as
follows (Annual Average values):

Averadge Flow: 8.7 million gallons per day (mgd)
Design Flow: 13.0 million gallons per day {(mod)

Milligrams Pounds
Constituents per Liter per day
BOD 44 3,192
Suspended Matter 92 6,675
Chiorine Residual 2.3 167

The City of Scouth San Francisco, being the lead agency for North
Bayside Dischargers, San Mateo County, has prepared s final
environmental impact report for wastewater treatwment facilities
upgrading and dechlovination dated February 1977 in accordance with
the California Environmental Quality Act (Public Resources Code
Section 2100 et sed.).
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The project as approved by the City of South San Francisce will
have no adverse effect on the envivonments

A Water Quality Contrel Plan for the San Francisco Bay Basin was
adopted by the Board on April 8, 1975, . The Basin Plan contains

waber gquality objectives fox San Francisco Bay.

The bheneficial uses of San Francisco Bay arxe:

Ao Recreation

b Fish migration and habitat

Ty Hahitat and resting for waterfowl and migratory birds

da Industrial, water supply

& e Esthetic enjoyment

£, Navigation

g sheilfish propagation and harvesting foyr human consumption.

The discharge is presently governed by Waste Discharge Requirements
Order Nos. 74169 and 75-76 which allow discharxge to San Francisco
Bay.

The discharger and interested agencies and persons have been notified
of the Board's intent to revise reguirements for the existing dis~
charge and have been provided with the opportunity for a public
hearing and the opportunity to submit their written views and
recomuendations.

he Board, in a public meeting, heard and considered all comments
pertaining to the discharge.

I7T TS HEREBY ORDERED, pursuant to the provisions of Division 7 of the California
Water Code and regulations adopted thereunder, and to the provision of the
Federal Warter Polliution Contyol aot, as amended, and regulations and guidelines
adopted thereunder, that the discharger shall comply with the fellowings

Al Prohibitions:

1

oo

2

3a

pischarge at any point at which the wastewater does pot receive an
ipitial dilution of at lsast 10:1 is prohibited.

Thaere shall be no hypass or overflow of untreated wastewater to waters
of the State either abt the treatwent plant or frowm the collection
system.

The average dry weather flow shall not exceed 13 mgd. Average shall
be deterined over three consecutive months each year.

B. Effluent Limitations:

1.

sffivent discharged into the cowbined outfall shall not exceed the
Following limits.
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Instan-

30=-Day T-Day Max L taneous
Constituent Units Average Average Daily Maximum
Settleable Matteyr ml/i-hx 0.1 - - 0.2
nont/ g/, 30 45 60 -
lhs/day 4,350 - 8,700 -
keg/day 1,970 - 3,940 o
Suspended mg /1 30 45 60 =
solidal/ lbs/day 4,350 - 8, 700 -
kg/day 1,970 - 3,940 -
0il & Grease mg/ 1 L0 - 20 -
Lhs/day 1,450 - 2:880 e
kg/day 656 - 1,310 -
Chloxrine mer/ 1 - - - 0.0
Residualgf
1/See interim effluent limitation B.6
2/Compliance with this limitation may be demonstrated at the point of
discharge from the combined outfall to the receiving water.
2. The arithmetic mean of the biochemical oxygen demand {5-day, 20°C)
and suspended solids values, by weight, for effluent samples collected
in a period of 30 consecutive calendar days shall not exceed 15
percent of the arithmetic mean of the respective values, by weight,
for influent samples collected at approximately the same times
during the same period {85 percent removal).,
3. The pH of the dischavge shall not exceed 9.0 or be less than 6.0.
4 in any representative set of samples, the waste as discharged to the

combined outfall shall meet the following Limit on toxicity:™

the survival of test fishes in 926~hour biocassays of the
effiluent shall bhe a 90 percentile value of not less than 30
percent survival, Ixceptions to this Limitation may be
granted and revised toxicity requirements established by the
Regional Board, pursuant to public hearing, if the dischargey
can demonstrate o the satisfaction of the Board that the
following conditions are metb:

1. 'The waste is discharged through a deepwater outfall which
achieves rapid and high initial dilution and that the
waste is rapidly rendered nonacutely toxic upon discharge,
and

2. The toxicants in the waste are nonconservative constituents
which are rapidly decayed in the receiving water; oxr the
toxicants in the waste are conservative constituents for
which water quality objectives have been established. The
Regional Board will, in such cases, establish effluent mass
emission rates for such constituents.

* Samples may be dechlorinated in the laboratory prior to festing to
provide & chlorine residual egual to that of the waste in the
combined outfall.



5 Representative samples of the effluent shall not exgeed the fol lowing
limits wore than the percentage of time indicated:2

Constituent Unit of Measurement 50% of time 10% of time
Arsenic mg /L (kg/day) 0,01 (0.49) 0.02(0.98)
Cadmium mg/t {kg/day} 0.02{0.98) 0.,03(1.483
Tatal Chromlum meg/1 (kg/day) 0.005{0.25% 0.01{0.4%}
Coppeyx ma/L {(kg/day) 0.2{9.8) 0.3(14.8)
Lead mg/l (kg/day} 0.1{4.9} 0.2(9.8j)
Mercury mg/l (kg/day} 0.001(0.049}) 0,002{0.098)
Nickel w1 (kg/day) 0.1L(4.9) 0.2(8.8}
5ilver mg/1 (kg/day} 0.02(0.98) 0.04{1.97)
Zine me/ L (kg/dav) 0,3(14.8) 0.5(25.)
Cvanide mg/L (kg/day) 0.1(4.9) 0.2(9,.8)
Phenolic Compounds mg/l {kg/day] 0.5{25.) 1.0{49.}
Total Identifiable

Chlorinated

Hydrocarhons mg /L (kg/day)ﬂf

3/These limits are intended to be achieved through secondary treat-
ment, source control and application of pretreatment standards.

4/Total Tdentifiable Chlorinated Hydrocarbons shall be measured by
summing the individual concentrations of DDT, DDD, BPDE, aldrin,
BEC, chlordane, endrin, heptachlor, lindane, dieldrin, poly-
chlorinated biphenyls, and other identifiable chiorinated
hydrocarbons.

6. The following interim effluent limitations shall apply prior to
achieving full compliance:

30 day average Mawimum Datly
a. BOD 60 mg/l, maximum
6505 lbhs/dav 13,010 lbs/day
e Suspended Solids 60 rg/l, maximon
6505 lba/day 13,010 1bg/day
Ca Recelving Water Limitations
L. The discharge of waste shall not cause the following conditions to

exist in waters of the State at any place,
B Floating, suspended, or deposited macroscoplic particulate
matter or foam;

b Botton deposits oy aquatic growths:

T Alteration of temperature, turbidity, or apparent color beyond
pragsent natural background levels;



do Visible, floating, suspended or deposited il or other products
of petroleun origing

Poxic or other deleterious substances to be present in con-
centrations or quantities which will cause deletericus
affects on aquatic biota, wildlife or waterfowl, or which
render any of these unfit for human consumption either at
levels created in the receiving waters or as a vesult of
biclogical concentration,

]
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2. The discharge of waste shall not cause the following limits to be
exceaded in waters of the State in any place within one foot of the
water surfaces
W) Dissolved oxygen 5,0 mg/1 minimum. Annoval median -~ 80%
saturation. When natural factors cause
lesser concentration{s) than those
specified above, then this discharge
shall not cause further reduction in the
concentration of dissolved oxygen.

e Dissolved sulfide 0.1 mg/l maximuwm

Ce it Variation from natural ambient pH by more
than 0.2 pH units.

d, Un~ionized ammonia 0.025 mg/L as N  Annual Median
0.4 mg/l as N Masximum

€., Total Coliform 240 MPN/L0O0O ml, median of five consecutive

organisms samples masxinum 10,000 MPN/LOO ml, any

single sample, maximum

Provisions

la The requirements prescribed by this Oxder supersede the require-
ments prescribed by Ovder Nos. 74-~169 and 75-45, adopted by the
Roard on December 6, 1974, and July 15, 1975, respectively. Oxder
Nog. 74-169 and 75-45 are heveby rescinded.

2e The discharger shall comply with the following time schedule to assure

compliance with the specifications of this Orden:

e Compliance with Effluent Limitations B.l.b, B.l.c, B.l.d, B.2.
and Receiving Water Limitation C.l.a, C.l.c:

Task Completion Date

Full Compliance July L, 1977
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Compliance with Bffluent Limitation B.l.e and B.4:

Completion
Date

Task

Submit plans and specifica-

tiong September 1, 1877

Advertise for bids Novembeay 1, 1977
Commence Construction February 15, 1978
Complete Construction September 15, 1978
Full Compliance October 1, 1278

Compliance with effluent limitation B.5:

Task Conpletion
Date

Implementation of pro=-
gram for source control

and program for compliance
with pretyeatment standards
to include compliance time
schedules for all
industries

Compliance with program
for gsource conirol and
compliance with pre-

treatment standards June 1L, 1978

Raeport of
Compliance Due

September 15, 1977
November 15, 1977
March 1, 1978
October 1, 1978

October 15, 1978

Report of
Compliance Due

Ouarterly

June 1%, 1978

Documentation of compliance with Decenber 1, 1978, Decewnbey 15,

1978, effluent limitations.

This Regional Board will consider amendment of the effluent
limitation B.5 if the discharger demonstrates that coapliance
cannot be achieved through a program acceptable to the Beard

for source control and pretreatment standards.

The discharger shall comply with all other efflusnt and receiving
water limitations, prohibitions, and provisions of this Order

immediately upon adoption.

P the discharger elects to document compliance with the coliforw
receiving water limitation exclusively in the effluent and so notifies
the Boaxd, in writing, the frequency of receiving water coliform
monitoring will be reduced accordingly; PROVIDED, HOWREVER, that if
such election is made, a violation of the coliform requirement in

the effluent shall constitute a violation of the coliform receiving
water limitation.

By



4. Subsequent to evaluation of receiving water wonitoring data and
dilution conditions., This Board will review the adequacy of these
requirements to protect shellfish and consider adoption of move
stringent limitations, if necessary, to protect shellifish harvesting
for human consunption.

Be The discharger shall comply with the attached Self-Monitoring
Program as ordered by the Executive Officer.

6. The discharger shall comply with all itens of the attached "Standard
Provisions, Reporting Requirements and Definitions.”

' This Order expires April 1, 1982. The discharger must file a veport
of waste discharge in accordance with Title 23, Chapter 3, Subchapter
9 of the California Administrative Code not later than 180 days in
advance of such expiration date as application for issuance of
new waste discharge requirements.

8. This Order shall serve as a National Pollutant Discharge Elimination
System permit pursuant to Section 402 of the Federal Water Pollution
Contrel Aet or amendments thereto, and shall become effective 10 days
after date of its adoption provided the Regional Adwministrator,
Environmental Protection Agency, hasg ne objection. If the Regional
Administrator objects to its issuvance, the permit shall not become
effective until such objection is withdrawn.

T, Fred B. Dierker, Executive Officer, do hereby certify the foregoing is a
full, true, and correct copy of an Order adopted by the California Reglonal Water
Quality Control Board, San Francisco Bay Region, on May 17, 1977.

FRED H. DIERKER
Bxecutive OFfficer

Attachment:
Reporting Requirements, Standard
Provisions, and Descriptions dated April, 1977



CALIFORNIA REGIONAL WARER QUALITY GONTROL BOARD
SAN FRANCISCO BAY REGION

SELF~MONITORING PROGRAM
TOR

CITIES OF SOUTH SAN IRANCISCO AND SAN BRUNO

SAN MATEO COUNTY

NPDES NO. CACO%8130

ORDER NO. 777~y

SMP CONSLBILS OI
PART A
AND

PART B



PART B - CILTIES OF S0UTH SAN TRANCISCO AND SAN BRUNO

Y. DESCRIPITON OF SAMPLING STATLONS

4. INFLUENT AND TNTAKE

Station Description
A~00% A% any point in the treatment facilities headworks at

which all waste tributary to the system is present
and preceding any vhase of treatment.

B. EFFLUENT

Station Description
E~CO1 At any point in the plant's outfall from the treatment

facilities between the point of discharge into the com-
bined outfall and the point at which all waste from the
treatment plant is present. (May be the same as B-001-D).

E-001-1 At any point in the disinfection facilities for Waste
B-001 at which point adequate contact with the disgin-
fectant is assured.

B-002 At any point in the combined outfall from the treat-
ment facilities between the point of discharge into
San Francisco Bay and the point at which all waste
tributary to that combined outfall is present.

C. RECEIVING WATERS

Station Description
G- At a point in San Francisco Bay located over the geo-

metric center of the outfall's discharge ports.

G-2 At a point in San Francisco Bay located midway
hetween C-1 and CG-3.

G-3 At a point in San TFrancisco Bay located in the center
of the waste plume.

C~-50-8W At a point din San Francisco Bay, located 50 Teet south-
weglterly, along the outfall line shoreward from Station
G-

C-50-NW At a point in San Francisco Bay, located 50 feet north-

westerly from Station C-1, normal to the outfall line.

{-50-NE At a point in San Francisco Bay located 30 feet north-
easterly from Station G-1, along the cutfall line
exltended.

-9 -



Station

C-50-588

C-300-N
through
C~A00-~Nw
(8 stations)

C-R-NW

C-R-SE

SEDIMENTS

Station

B-1

B2

B-3

Budy

B-5

Descriﬁtion

At a point in San Francisco Bay located 50 feet
southeasterly from Station C-1, normal to the
outfall.

AL a point in San Francisco Bay located on a 300-Toot
radius from the geometric center of the outfall
diffuser, at equidistant intervals, with Station
C-300-3W located shoreward from Station C-1 at the
outfall line.

At a point in San Francisco Bay located approximately
1500 feet northerly from the point of discharge.

At a point in San Francisco Bay, located approximately
1500 feet southeasterly from the point of discharge.

Desceription

At a point in San Francisco Bay located Tfifty (50)
feet perpendicular tc and south of the diffuser, and
two hundred and fifty (250) feel landward from the
end of the diffuser.

At a point in San Franciscce Bay located one hundred
fifty (150) feet perpendicular to and south of the
diffuser, and twe hundred and fifty (250) feet land-
ward from the end of the diffuser.

At a point in San Francisco Bay located three hundred
(500) feet perpendicular to and south of the diffuser,
and two hundred and fifty (250) feet landward from the
end of the diffuser.

AL a point in San Francisco Bay located fifty (50) feet
perpendicular to and south of the diffuser, and six
hundred (600) feeit landward from the end of the diffuser.

At a point in San Francisco Bay located one hundred
fifty (150) feet perpendicular to and south of the

diffuser, and six hundred (600) feet landward from

the end of the diffuser.

At a point in San Francisce Bay located approximately
fifteen hundred (?500) Teet south of the center of the
diffuser.



LAND OBSERVATIONS

Station Description

P-1 Located along the periphery of the waste treatment
through or disposal facilities, at eguidistent intervals,
P-n! not to exceed 100 feet. (A sketch showing the loca-

tions of these stations will accompany each report.)

OVERFLOWS AND BYPASSES

Station Description

ov-1 Bypass or overflows from manholes, pump siations, or
through collection system.

OV-Tn!

NOTE: Tnitial SMP repori to include map and des-
cription of each known bypass or overflow
location.

Reporting - Shall be submitted monthly and include
date, time, and period of each overflow
or bypass.

IT. SCHEDULE OF SAMPLING AND ANALYSIS

A

The schedule of sampling and analysis shall be that given as Table I.

ITIT. MODIFICATION OF PART "A" DATED 7/7h

A

Fxclusions: Paragraph C-3

I, Fred H. Dierker, Executive Officer, do hereby certify that the foregoing Self-
Monitoring Program:

/l'

Has been developed in accordance with the procedure set forth in this
Regional Board's Resolution No. 9%-16 in order to obtain data and document
complisnce with waste discharge requirements established in Regional Board
Order No. 7h-172.

Has been ordered by the Executive Officer on May 17, 1977, and becomes

effective immediately.

May be reviewed at any time subsequent to the effective date upon written
notice from the Fxecutive Officer or request from the discharger and
revigions will be ordered by the Executive Cfficer.

FRED H. DIERKER
Executive QOfficer

Attachments:

Table I and Legend for Table
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TABLE |

SCHEDULE FOR SAMPLING, MEASUREMENTS, AND ANALYSIS

Sampling Station

001

E~00L

E-001~D

o

002

A(ljl

SEn.

Aﬁl
Skn.

' Al}3

S

TYRE OF SAMPLE

G- 24

C-24

Cont:| G

C~ 24

Cont

G

C~24

Cont

G

BS

Flow Rate

Amead).....

D

ROD, 5-~day, 27 ¢, or COD
.,_f,mlﬁl & ka/lday)

5/W

5/v

5/W

Chlorine Residual & Dosage
{mg/t & kolday)

21

or

Cont

Settleable Matter
{ml/1--hr. & cu. fi./day)

Total Suspended Matter
{ma/t & kg/day)

5/W

5/W

5/W

Ol & Grease
{mg/1 & kg/day)

vl

Coliform (Total)
{(MPN/100 ml) per req't

5/W

3/4/
2/M

Fish Toxicity, 86—hr. Tlhgq
% Survival in undiluied waste

Total Ammonia
{mg/1 & kg/day)

2W

3M

Nitrate Nitrogen
{mg/! & kag/day)

2W

M

Nitrite Nitrogen
{mg/l & kg/day)

2W

3M

Foial Organic Nitrogen
(mg/1 & hg/day)

2W

3M

Teial Phosphate
(mg/! & ko/day)

2W

M

Tuibidity
(dackson Turbidity Uniis)

5/W

2/M

pH
{units)

2/u

Dissolvea Oxyvgen
{ing/! wnd % Saturation)

2/M

Temperatwre
(0C)

D

2/

Apparent Color
(color units)

2/M

2/M

Secchi Disc
(inches)

2/M

Sulfides (If DO 5.0 mg/D)
Total & Dissolved {mg/l}

2/

2/M

Arsenic

M

__jmg/[ & kg/day)
Cadmium
(mg/1 & ka/day)

3M

Chromium, Total
{mg/! & kg/day)

M

Copper
(mg/l & kg/day)

3u

Cyanide
{ma/l & kg/day)

3M

Sitver
{mg/l & kg/day

3M

l.ead
{(mg/t & kg/day)

3M

[o T ]



TABLE | (continued)

SCHEDULE FOR SAKPLING, MEASUREMENTS, AND ANALYSIS

Sampling Station

AﬁODl}

E-001

E~001-D E-002

TALL
G

AlT | ALL
i B P
Sl

Stnshn

ALl
D

Bitn

TYPE OF SARPLE

C-24

C-24

Cont

G

(~24|Cont | G C-24

Cont

G BS 0

i b T AL b N AR

Mercury
wgng/lﬁfkg/day}

M

Nickel
(ma/l & kg/day)

3M

Zinc
{mg/1 & ky/day)

M

PHPHCLIC COMPCUNDS

{mg/l & kg/day)

M

AT Applicable
Standard Qbservations

2/M 2 /W

RBottom Scdiment Analyses
and Qhscrvations

2/Y

Total 1dentifiable Chlorinated
Hydrocarbons (mg/! & kg/day)

IM

Non~dissociated Ammonium
tydrozide _as N.(og/l)

3M

TYPES OF SAMPLES

LEGERD FOR TABLE

‘ G = prab sample
C-24 = composite sample - 24-hour
C-X = composite sample -~ X hours
(used when discharge does not
continue for 24~hour period)
Cont = continuous sampling
DI = depth-integrared sample
BS = bottom sedimes-t sample
0 = obgervation

FREQUENCY OF SAMPLING

E = cach occurence
H = once each hour
D = once each day
‘W = once each weel.
.M = once each monih
.Y = once each year

0-13

2/0
2/
5/W
2/M
2/Y

TYPES OF STATTONS

P =

o

ov

twice per hour

2 days per week

5 days per week

2 days per month - 3M
once in March and Cont

intake and/or water supply stations
treatment facility influent stations
= yaste effluent stations

receiving water stations

treatment facilities perimeter stations
basin and/or pond levee stations

bottom sediment stations
groundwater stations
Overflows and Bypasses

once in September
quarterly, once in
March, June, Sept.
and Decemnber

21
2D
2W

I

i

i

every 2 hours
cvery 2 days
every 2 weeks
every 3 months
continuous




i/During any day when bypassing occurs from any treatment unit{s) in the
plant, the monitoring program for the effluent shall include the following
in addition to the above schedule for sampling, measurement and analyses:
1. Composite sample for BOD, Total Suspended Solids, 0il and Grease
(Influent & Effluent)
2. Grab sample for Coliform (Total and Fecal), Settleable Matter, and
Chlorine Residual (continuous or every two hours)
3. Continuous monitoring of flow

E/Oil and Grease sampling shall consist of 3 grab samples taken at 8«hour
intervals during the sampling day, with each grab being collected in a
glass container and analyzed separately. Results for station E-001 shall
be expressed as a weighted average of the 3 values, based upon the instantan~
eous Flow rates occurring at the time of each grab sample. Results for
station E-002 shall be expressed as a simple average of the three values.
1f the plant is not staffed 24 hours per day or if the discharge does not
oceur continuously, then the three grab samples may be taken at approximately
equal intervals during the period that the plant is staffed or during the
period that discharge is made.

Tn the event that sampling for oil and grease once every two weeks or less
frequently shows an apparent violation of the waste discharge permit, 30-day
average limitation (considering the results of one or two day's sampling as
a 30-day average), then the sampling frequency shall be increased to weekly
so that a true 30-day average can be computed and compliance can be deter-
mined. This provision does not apply to cases in which effluent oil and
grease limitations are not currently in effect (under a time schedule for
compliance ).

3/

='5 samples per station each day

ﬁ/stations ¢-1,2,3, CR-NW & CR~SE ONLY



